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Specifications

•Input Frequency：100MHz

•Input Power：（7±2）dBm

• Input Phase Noise ： ≤

-150dBc/Hz@1kHz

•VCC：（5±0.1）V

•Icc：≤120mA

•Dimension：9mm×9mm×2.5mm

•Output Frequency：0.1GHz~5GHz

•Phase Noise Decrease：≤3dB

• Output Power ： ≥ -8dBm@0.1GHz~1GHz ， ≥

-12dBm@1GHz~2GHz

•Weight：≤2g

•Operating Temperature Range：-55℃~85℃

•Storage Temperature Range：-55℃~85℃

Dimensions

and Pin

Function

Hermetically sealed

ceramic packages:
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Pin Function

Pin No. Function Symbol

17 Input IN

8 Output OUT

2 Power VCC

1、7、9、

10、18
Ground GND

O.W. NC NC

Bottom pad should be

connected to ground, use enough

via.

Application

Note

Place a 10 μ F decoupling capacitor

close to the power input to suppress

supply noise.

An external 5dB attenuator must be

connected at the output to improve

VSWR.

Note

Absolute Maximum

Rate

•VCC：5.2V

•Input Power：13dBm

•Reflow Soldering Peak Temperature：235℃/30Sec

Recommended PCB
It is recommended to use RO4350B or similar ceramic-filled PCB

substrates.

ESD (electrostatic discharge) sensitive device.


